COLUMBIA

TIPPERS

OVER 35 YEARS

For over 35 years, Columbia Industries has specialized in the design and fabrication of heavy equipment
used in the oilfield and transportation industries. Our foundation has been built on a reputation for
excellence in everything that we do. We take pride in our commitment to our customers, our products
and services, and our team of outstanding employees.
We revolutionized trailer unloading technology with the Columbia Trailer Tipper, and continue to
provide custom solutions to customers all over the world. Oilfield equipment includes rig walking
systems, fast moving and self-propelled wheeled systems, module and camp trailers, pipe handling
equipment, and hydraulic power units. Transportation equipment includes heavy duty off-road axles
and suspensions, and trailer tippers for unloading of solid waste, biomass and bulk materials.

WHYCOLUMBIA?

LEAD TIME

Columbia Industries
takes pride in
fast delivery with
a 5-6 week lead
time.
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COLUMBIA

ISO CERTIFIED

DURABLE

INDUSTRIES

Every Tipper that leaves our facility is
held to ISO standards, some of the
highest standards in the world.

With an average
15-20 year service
life, our long lasting,
durable tippers will
save you exponentially
in maintenance costs.

PROFIT

Columbia Tipper’s process an average
of 10-12 loads per hour, saving you
time and increasing profit.

QUALITY

COMES FIRST IN
EVERYTHING WE DO

At Columbia Industries quality comes first in everything we do. All of our products are designed by
experienced engineers, built to ISO & API (American Petroleum Institute) standards, and backed by a one
year warranty. With customer service and product support being our top priorities, we have also designed
an all inclusive worry-free support plan, ColumbiaCare, to ensure you have all the support you need.
We have been in business long enough to truly know quality and that is what we strive for, every step of the way.

The new tipper catwalk folds
down for easy access and exit
from the tipping deck.

Our improved pivot
system is stronger than
ever, evenly distributing
weight throughout the
rear cross member.

An all in one digital control
unit accepts John Deere
and CAT engines, making
tracking hours and
engine stats a breeze.

The new enclosed ramp
cylinder design protects
the cylinder and strengthens
the king pin section.

We’ve improved our Rotating
Backstop to better absorb
trailer impact.

TIPPERMODELS
We seek at every opportunity to design products ensuring these essential characteristics:
Safety, Durability, Reliability, Value, and Innovation.
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LFT 5000/6500
Portable Tipper
INDUSTRIES SERVED:
Solid Waste
Aggregate
Agriculture
Coal

The LFT 5000/6500 Portable Tipper is

designed with features that allow it to be as
versatile as possible for your site.
Capacity:

50 and 65 tons
Cycle Time:
Efficient 5 Minute Tipping Cycle
Self Cleaning Ramps, Transition, and Deck:
Incorporated efficient self-cleaning design to
eliminate debris buildup.
Tilting Angle:

The 63 degree tipping angle ensures the
trailer is completely unloaded.

Trailer Lengths:

An optional hydraulically operated rotating
backstop allows for 48’ and 53’ trailers.

Power Unit:

Diesel or Propane

On-Site Mobilization:

Each unit can be easily relocated within your
landfill by the use of an optional tipper dolly or
semi-tractor with a fifth wheel connection.

The Bulk Products BPT 5000 Tipper is designed

for use at facilities that need the efficiency of a tipper
along with the ability to move the unit within the
site to fit your bulk product unloading needs.

Capacity:
Cycle Time:
Efficient 5 Minute Tipping Cycle
Tilting Angle:
The 63 degree tipping angle ensures the
trailer is completely unloaded.
Trailer Lengths:

An optional hydraulically operated rotating
backstop allows for 48’ and 53’ trailers.
Power Unit:

Diesel or Electric
On-Site Mobilization:

Each unit can be relocated by the use of
an optional tipper dolly or semi-tractor
with a fifth wheel connection.

BPT 5000
Semi-Portable Tipper
INDUSTRIES SERVED:
Wood Byproduct
Agriculture
Aggregate
Coal
Recycling

The FIT 5000/6500 Tipper is custom designed

for facilities that need the efficiency of a tipper in
a fixed location. Fixed Install Tippers can accommodate dumping into receiving hoppers, onto
conveyor systems, into buildings, and directly to
tipping floors.

Capacity:

50 and 65 Tons
Cycle Time:
Efficient 5 Minute Tipping Cycle
Tilting Angle:

The 63 degree tipping angle ensures the
trailer is completely unloaded.
Trailer Lengths:

An optional hydraulically operated rotating
backstop allows for 48’ and 53’ trailers.
Power Unit:
Electric
Custom Designed:

Each unit is custom designed to fit your
facility’s specific needs.

FIT 5000/6500
Fixed Installation Tipper
INDUSTRIES SERVED:
Wood Byproduct
Agriculture
Aggregate
Coal
Recycling

GETSUPPORT

FIELD SERVICE
Columbia Industries is here to support you.
Our Field Service professionals are highly
experienced and knowledgeable. If needed,
we will dispatch a certified technician to
service your equipment, ensuring your
business runs smoothly.

INSPECTION
PROGRAM
Uninterrupted operations is critical in today’s
marketplace. Columbia Industries has designed
a yearly inspection program to identify and
remedy potential safety and operational issues.
The Field Service professional provides a
detailed list of each inspection item with
corresponding pictures and recommended
remedy actions.

WARRANTY
Columbia Industries offers a warranty on all
products, followed by a worry free support
plan, ColumbiaCare. Both ColumbiaCare
and a complimentary three month period
of your warranty, commits to offering 24/7
phone support, expedited replacement
parts, and rapid response from an experienced
technician for on site service.

What’s Your Tipping Point?
Let us help you design your solution.

CUSTOM DESIGN & BUILD

RIG WALKING SYSTEMS

CATWALKS & HYDRAULICS

TRILER TIPPERS

WHEELED MOVING SYSTEMS

KB AXLES

1.503.531.0600
www.columbiacorp.com
5775 NW Wagon Way, Hillsboro, OR 97124
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